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LEOCH Pure Lead Xtreme Rate batteries, PLX series, are 
AGM Valve-Regulated Lead-Acid batteries that have been 
optimized for extreme high rate applications. Engineered 
using Pure Lead, PLX batteries offer very long life design 
under extreme high rate demands and temperature ranges, 
alongside fast recharge capabilities.
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Approx. Dimensions Approx.
WeightLength Width

in. in. in.in.mm mm

Height

mm mm lbskg

Total Height
Rated Power 

Discharge 
15min @ 

1.67V/cell (W)

Nominal
Voltage

(V)
Model Terminal

Type

Rated Capacity 
10Hr @ 

1.80V/cell (AH)

Pure Lead High Rate PLX series chart
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Very long design life classified 
according to Eurobat

Long shelf life of up to 2 years

Wide operating temperature range 
(-40°C – 65°C)

Unique anti-explosion one-way 
vent valve design to minimize 
water loss and increase safety

Premium ABS+PC jar and covers, 
flame retardant to UL94-V0

Pure Lead High Rate 
PLX series

BATTERY SPECIFICATIONS

PERFORMANCE CHARACTERISTICS

   -40°C–
+65°C

4–5 
Υears*

TEMPERATURE 
RANGE

WARRANTY

SHELF LIFE

DESIGN LIFE

Up to 
24months 

at 25°C

15
Years
(25°C)

*depending on the 
actual model and 
configuration set-up

GENERAL FEATURES

Variety of Front Terminal and Top 
Terminal products ensures improved 
compatibility for replacement 
projects




